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That is exactly what you can do with the Kalart Synchronized Range 
Finder coupled to your Speed Graphic making it 100% candid 
camera. No more dillydallying. Arrive on a job all set and ready 
_ to shoot. 


Automatically focusses more sharply than your eye can see the image 
on the ground glass. 


The Kalart Synchronized Range Finder can be installed on 314x414 
and 4x5 Speed Graphic cameras. !t is adjustable to automatically 
focus 13.5, 15, 16.5 and 18 cm, lenses which may be interchange- 
ably used with this device. 


With Kalart Range Finder equipment fitted to the Speed Graphic, use 
of the bed scale or the ground glass when focussing, is done away 
with. In fact the usual scale on the bed which indicates distances in 
feet is dispensed with entirely. The standard range finder housing is 
supplied in satin chromium finish, has an optical base line measure- 
ment of 334 inches, and is fitted externally in a vertical position on 
the right side of the Graphic body just forward of the focal plane 
shutter controls leaving plenty of 
finger clearance. A _ patented 
Eveready cable release clip is 
also supplied which provides a 
means to _ instantly operate 
either the focal plane or Compur 
shutters directly from the focus- 
sing knob. The range finder 
eve-piece (7/16th-inch diame- 
ter) is at the top, clearing the 
wings of the shutter winding 
knob, permits uninte-rupted 
viewing of the Range Find- 
er image at eye-level. The eye 
need not necessarily be close to 
the eye-piece. The subject is 
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easily focussed even when viewed a foot away from the eye-piece, 
thereby permitting the use of an 18 septum film magazine. 


No holes are drilled through the camera body; a metal arm extending 
from the Range Finder housing is pivotally-connected to another 
arm which in turn is connected to the extension bed of the camera. 
This provides the automatic focussing feature. In operation the cam- 
eraman merely opens the camera, brings the lens-and-shutter front 
outward to the adjustably-fixed track stop provided on all speed 
graphics to indicate the infinity focus position. Thereafter movement 
of the focussing knob on the drop bed brings the bed forward by the 
familiar Rack-and-Pinion Method—and the Range Finder arm moves 


forward with it. 


Mechanically simple in appearance, nevertheless it is sturdy and well 
engineered. At no time does it interfere with the normal operation 
of the Speed Graphic, requires no manipulation or other attention 
when opening or closing the camera front, On the range finder hous- 
ing two adjustments are provided, consisting of two threaded screws, 
one on the top end, the other on the rear side. The screw at the top 
is of calibrated length, is interchangeable for other lengths, only one 


A 


Kalart Synchronized Range Finder installed on 3 1/4x 4 1/4 Speed Graphic. 
Note Kalart Patent Release Clip at focussing Knob. 


of them being correct 
for a certain focal 
length of lens. If 
lenses are changed it 
is simply necessary to 
change this screw for 
another. The other ad- 
justment, the screw on 
the rear side, permits 
accurate fitment of the 
Range Finder to the 
possible individual va- 
riations of image 
sharpness on the 
ground glass at infinity 
setting. 


Once set, no further 
change is made, and it 
permits one to check 
the accuracy of the 
Range Finder in _ its 
relationship to the 


4 x 5 Speed Graphic Camera in closed condi- gr oyind glass or actual 
tion with Kalart Synchronized Range Finder. Focal Plane. 


Over all the Range Finder housing measures 434 inches long, | inch 
wide, 7% inch deep, and that is all the space it takes up when attached 
to the side of the camera. This, then, is a coupled Range Finder at- 
tachment for the Speed Graphic which supplies sharp focus control 
from the infinity focus point to a close-up limit of six feet. 

No harm can come to the Range Finder bed coupling if the bed is 
racked out further than the 6-foot limit, since it automatically disen- 
gages at that point. It does not in any way interfere with the use of 
the double extension bellows nor interfere with the use of a wide 
angle lens. 


The equipment has been tested under many trying conditions and 
it is now available for installation on 314x414 and 4x5 Speed Graphic 
cameras. 


& 
PRICE $24.00 
Installed and wigs to Lens........$27.50 


The Speed Graphic camera plus Kalart equipment immensely simpli- 
fies the news photographer's problems. Automatic focussing has 
heretofore been restricted to the high priced miniature cameras and 
limited to lenses of short focal lengths. The Kalart Synchronized 
Range Finder is adjustable by the photographer himself to operate 
with 13.5, 15, 16.5 and 18 cm. lenses. The adjustments are made 
by the simple insertion of a screw of prescribed length. These screws 
are supplied with the Range Finder at no additional cost. 


The Kalart light-weight Speed 
Flash mounted on the top of the 
Speed Graphic camera solves the 
next problem as to what to use 


for a speed gun. A turret mount 
is now provided for quick attach- 
ment of the bakelite battery case 
to the most favorable position, 
placing the light approximately 
8 inches above and behind the 
lens. The left hand side of the 
camera is then entirely free of 
encumberances permitting ready 
use of the handle, This Speed 
Flash is interchangeable for use 
with practically any camera fitted 
with a Compur shutter, as wel as 
with Leica and Contax cameras. 
With this equipment the news 
photographer simply de- 
votes his attention to the 
subject. His equipment is 
fool proof and practical- 


KALART SPEED FLASH ad ly automatic in operation. 


Complete $11 25 


The Kalart Speed Flash weighs exactly one pound. The bakelite bat- 
tery case is fitted with a 414% volt battery and a quick-change socket. 
The reflector is of brass and highly chrome plated. The Kalart Speed 
Flash lists at $11.25. The Synchronizer itself should be attached to 
the Compur shutter by means of the Kalart Permanent Shutter 
Adapter. This provides a positive though easy connection to the 
shutter. Attachment of the Kalart Permanent Shutter Adapter lists 
at $1.75. 


INSTALLED AND SOLD BY 


